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LOOP 

TECHNICAL CHARACTERISTICS 

TOPS 
52 mm thick top composed by 2 tops:  
- internal wood fiber panel in medium density 

(MDF) light weight, 22 mm thick  white 
lacquered finish 

- External wood fiber panel in medium density 
(MDF) light weight, 28 mm thick in different 
finishes (wood veneered, covered in leather or 
matt lacquered) 

The 2 tops are separated by a 2 mm gap. 
 
LEGS 
52 mm thick legs, composed by 2 panels: 
- internal panel  22 mm thick  in white lacquered 

finish 
- external panel 28 mm thick, in wood veneer , in 

glossy/matt lacquer finish or steel mirror effect. 
The 2 panels are separated by a 2 mm gap. 
 
MODESTY PANEL 
The modesty panel is a box composed of 2 
vertical panels 18 mm thick that come down to 
the floor. The modesty panel allows to store the 
cable management and carry cables to the desk 
level . It can also be used as a secret locked 
compartment.  In the same leg finish. 
 
 
	  
	  

	  
 
 
 
 
 
ELECTRIFICATION 
The desktop can be easily electrified by sliding a 
part of the top allowing access to a cable tray for 
the installation of the sockets and the cables 
under the top. 
	  

RECEPTION PANEL 
Back-painted extralight glazed panel coupled 
with a white lacquered panel, 18 mm thick, 
with  design pattern (also customizable). 
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LOOP 

ABACO 

The Loop  receptions can be customized 
and the client can choose the position, the 
weight and the number of the reception 
panels. According to the length of the 
reception it is possible to install reception 
panels of 60/100/120/160 cm wide. 
 

W200 

W280 

W400 
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product details 

Loop lecture table 

D60cm 
W200-240-280cm 
H73cm 
 
	  
	  

FINISHES: 
Top 
Wood 
Matt lacquered 
leather 
 
 
Front panel: white lacquered metal 
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FINISHES 

WOOD 

SOFT LEATHER 

MATT LACQUERED 

Top: Wood, Matt lacquered, Soft leather 
Legs/Modesty: Wood, Matt lacquered, Glossy  lacquered , Steel mirror effect 

GLOSS LACQUERED 

RECEPTION LOOP 


